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1 SANITARY AND VENT RISER DIAGRAM
NOT TO SCALE

2 SUMP PUMP DIAGRAM
NOT TO SCALE

3WATER RISER DIAGRAM
NOT TO SCALE

WATER DISTRIBUTION PIPING

MATERIAL STANDARD

COPPER OR COPPER ALLOY TUBING (TYPE L) ASTM 75; ASTM B88; ASTM B251; ASME B16.18;

WITH PRESSURE FITTINGS ASME B16.22; ASTM B32; MSS SP�69

SUMP PUMP SCHEDULE

TDH MOTOR
DESIGN BASIS MANUFACTURER

& MODEL
QUANTITY PUMP TAG LOCATION DESCRIPTION GPM FEET

V/PH/Hz HP RPM
REMARKS

EACH

1 PP5�1 PUMP ROOM
DUPLEX SUBMERSIBLE WASTE WATER

PUMPS, 2" NPT DISCHARGE (2) 25 25 460/3/60 (2) 1/2" 1750 WELL PUMP CO MODEL 1410 1,2,3,4

NOTES:
1. CAST IRON CONSTRUCTION, STAINLESS STEEL HARDWARE, STAINLESS LIFTING CABLE, SEMI�OPEN IMPELLER.

2. DUPLEX OPERATION NEMA�4 CENTRAL PANEL, UL LISTED, MODEL 8101E WITH ALL PERTINENT DEVICES, LIGHTS, RELAYS, HOUR METER, CONTROLS/STARTERS/DISC SWITCH, CONTROL TRANSFORMERS, ETC FOR PRESSURE DIAPHRAM CONTROLS.

3. NEW FLOOR MOUNTED BASIN ENCLOSURE PLATE TO FIT EXISTING BASIN SIZE WITH MANHOLE, PUMP DISCHARGE OPENING AND CONTROL SWITCH CORDS AND PERTINENT DEVICES FOR INTERFACING WITH TC/ECC MONITORING SYSTEM.

4. PROVIDE MODEL 8220 PRESSURE DIAPHARM FOR DUPLEX OPERATION FOR OFF/STOP, LEAD/START, LAG/STANDBY, HIGH WATER ALARM.

FIXTURE CONNECTION SCHEDULE

WASTE TRAP VENT CW HW DESIGN BASIS REMARKSITEM DESCRIPTION

#

P�103
WALL HUNG WATER CLOSET, ELONGATED BOWL,

4" 4" 2" 1" �

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTS

REFER TO ARCH. ELEVATIONS FOR ROOM MOUNTING HEIGHT
WHITE WITH HANDS FREE FLUSH VALVE

P�418
WALL HUNG LAV WITH HANDS FREE  FAUCET

2" 1�1/4" 2" 1/2" 1/2"

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTS

REFER TO ARCH. ELEVATIONS  FOR ROOM MOUNTING HEIGHT

OPERATION NOTE 1,2

P�502
FLOOR MOUNTED SERVICE SINK/NOP RECEPTOR

3" 3" 2" 1/2" 1/2"

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTSWITH MANUAL FAUCET TRIM AND VACUUM BREAKER

P�801
EXTERIOR WALL HYDRANT WITH INTEGRAL

� � � 3/4" �

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTSVACUUM BREAKER, 3/4" NPT HOSE END

P�604
WALL MOUNTED ELETRIC WATER COOLER ASSEMBLY WITH

WALL CHAIR CARRIER
1�1/2" 1�1/4" 1�1/2" 1/2" �

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTS

REFER TO ARCH. ELEVATIONS FOR ROOM MOUNTING HEIGHT

FD�C FLOOR DRAIN 3" 3" 1�1/2" � �

REFER TO FIXTURE

SPECIFICATIONS FOR

REQUIRMENTS

NOTE 3

NOTES:

1.   PROVIDE UNDER THE LAV ELECTRIC INCLINE HW HEATER ASSEMBLY

2.   PROVIDE UNDER THE LAV WASTE, WATER HANDICAPPED PIPING PROTECTION ENCLOSURE.

3.   FLOOR DRAIN PROVIDED WITH MANUAL/ AUTOMATIC DRAINING CONNECT FOR TRAP PRIMER PIPING SYSTEM.

ABOVE GROUND SANITORY, STORM, DRAINAGE AND VENT PIPING

MATERIAL STANDARD

CAST IRON SOIL PIPE, NO HUB CISPI 301; CISPI 301

COPPER OR COPPER ALLOY TUBING (TYPE M) ASTM 75; ASTM B 88; ASME B 16.23; ASME B16.29

DOMESTIC WATER HEATER SCHEDULE � ELECTRIC

STORAGE (GALLONS)

TEMP. RISE

RECOVERY BTU/HR KW ELECTRICAL POWER
SYSTEM

TEMPERATURE

DESING BASIS

MANUFACTURER & MODEL
QUANTITY TAG HEATER TYPE LOCATION REMARKS

(GPM @ Deg F

1 EWH�1 INLINE INSTANT�TEMP LOW FLOW TOILET ROOM 104A INSTANTANEOUS 54 F � 8 208 V/ 1 PH 104 F
CHRONOMITE

E�80FLLP/208
1,2

1 EWH�2
INLINE INSTANT FLOW MICRO STANDARD

FLOW
BASEMENT PUMP ROOM INSTANTANEOUS 57 F � 8.3 208 V/ 1 PH 120 F

CHRONOMITE

M�50/208
3

NOTES:
1. FACTORY PRESET, LOW FLOW AT 0.5 GPM, SATIN STAINLESS STEEL, 40 AMP BREAKER AMPS, UL LISTED.

2. 2 LAVATORY BACK TO BACK INSTALLATION.

3. 1.0 GPM FLO RATE, UL LISTED.
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ELECTRIC UNIT HEATER SCHEDULE

FAN/MOTOR DATA ELECTRICAL DATA DESING BASIS

TAG LOCATION MANUFACTURER REMARKS

KW CFM AMP RPM WEIGHT V PH FLA AND

LBS. MODEL

EWH 5�1 SEE PLAN 4.8 300 11.6 � � 208/240 3 � QMARK AWH�45043 1,3

EWH5�2 SEE PLAN 4.8 300 11.6 � � 208/240 3 � QMARK AWH�45043 1,3

EUH5�1 SEE PLAN 5.0 350 18 � 27 208/240 3 � Q MARK MUH�05�21 2

ECH5�1 SEE PLAN 2.0 � 8.3 � 208/240 1 � MARLEY F�2004 4

ECH5�2 SEE PLAN 2.0 8.3 � 208/240 1 � MARLEY F�2004 4

NOTES:

1.  FURNISH WITH TRIM KIT, ARCHITECTURAL STEEL GRILLES, INTEGRAL 24 VOLT THERMOSTAT & CONTROLS, FUSED DISCONNECT SWITCH. CHOICE OF COLOR PER ARCHITECT.

2.  FURNISH WITH UNIVERSAL WALL & CEILING BRACKET & CONTROLS , 24 VOLT TRANSFORMER & CONTROLS, 24 VOLTS REMOTE WALL MOUNTED THERMOSTAT, DISCONNECT SWITCH.

3. FURNISH WITH RECESS MOUNTING ENCLOSURE.

4. MOUNT ON THE CEILING.

EXHAUST FAN SCHEDULE

UNIT CFM S.P. FAN VOLTS/ MOTOR FULL MOTOR DISC. P'WIRED INTER� REMOTE DESIGN BASIS

NO. LOCATION DESCRIPTION STANDARD (IN. TYPE DRIVE @ WATT LOAD STARTER SWITCH LOCKED CONTROL MANUFACTURER & REMARKS

AIR WG) RPM 60 HZ RPM AMPS Y/N Y/N Y/N WITH DEVICES MODEL

TE5�1 SEE PLAN CEILING 100 0.25 CEN. 950 DIRECT 115 80 � 1.14 Y Y Y GREENHECK SP�B110 1

TE5�2 SEE PLAN CEILING 100 0.25 CEN. 950 DIRECT 115 80 � 1.14 Y Y Y GREENHECK SP�B110 1

TE5�3 SEE PLAN CEILING 75 0.25 CEN. 700 DIRECT 115 50 � 0.65 Y Y Y GREENHECK SP�B90 1

NOTES:
1. CEILING MOUNTED FAN. FURNISH WITH INTEGRAL GRILLE, BACK DRAFT DAMPER AND WALL SWITCH.

2. FAN SHALL INTERCONNECTED TO OPERATE WITH ROOM LIGHT SWITCH/TIMER AS PROVIDED UNDER DIV 26.

PACKAGED AIR HANDLING UNIT SCHEDULE
OUTSIDE AIR FAN SECTION HEATING SECTION COOLING SECTION VOLT/ PH MOTOR DISC. PRE� INTER� REMOTE DESIGN BASIS

TAG LOCATION SERVING CAV VAV MIN. MAX. CFM TOTAL ESP EAT LAT CAP ENT. AIR LVG. AIR GPM EWT LWT MAX MAX WATER CAP SENSIBLE SQ. VEL. ROWS TYPE @60 HZ BHP HP MOTOR MCA MOCP FLA LRA STARTER SWITCH WIRED LOCKED CONTROL MANUFACTURER REMARKS

(IN.) °F °F MBH DB WB DB WB °F °F APD (IN) P.D. (FT.) MBH MBH FT. FPM RPM Y/N Y/N Y/N WITH DEVICES AND MODEL

AHU�5�1 Outdoor First floor x - 450 CFM 3000 CFM 3000 1.2 54 70 52.1 78 60 56 55 - - - - - 90.1 68.1 - - 4/15 FPI DX 460/3 1.39 2.8 830 46.7 50 45 149 Y Y Y - - CARRIER 50HQD08 1,2,3,4

NOTES:

1. PROVIDE 24" HIGH ROOF CURB FOR INSTALLATION ON CONCRETE PAD.

2. UNIT SHALL HAVE PREWIRED INTEGRAL CONVIENCE OUTLET, 2 REFRIGERATION CIRCUITS, 2 SCROLL COMPRESSORS, 50/100 CAPCITY, HIGH STATIC MOTOR, 2: MERV 11 FILERS.

3. CONTROL PANEL SHALL HAVE BACNET COMPATIBLE FOR CONNECTIONS AND EXTENSION TO EXISTING ECC SYSTEM BY TEMPERATURE CONTROL CONTRACTOR.

4. SINGLE POINT ELECTRICAL CONNECTION, RA AND SA SMOKE DETECTOR, CO2 SENSOR.

TEMPERATURE CONTROL POINT SCHEDULE

SYSTEM COMPONENT

POINT POINT LEGEND

SYSTEM OUTPUTS SYSTEM INPUTS SYSTEM SOFTWARE/CONTROL

REMARKS

BINARY ANALOG BINARY ANALOG ALARM PROCESSING APPLICATION/FUNCTION
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SYSTEM AHU5�1 TBD X X X X X NOTE 1

OUT DOOR  AIR TEMERATURE X TBD X

SUPPLY AIR TEMPERATURE X TBD X

RETURN AIR TEMPERATURE X TBD X

ELECTRIC HEAT OPERATION X TBD X

THERMOSTAT OPERATION/SETTING X TBD X X

FILTER X TBD X X

SA SMOKE DETECTOR X TBD X

RA SMOKE DETECTOR X TBD X

ECONOMIZER X TBD X

CO2 X TBD

UNIT MANUFACTURER CONTROLLER X TBD X X X X X

PHASE MONITOR TBD

FREEZE SWITCH TBD

HIGH PRESSURE SWITCH TBD

LOSS OF CHARGE TBD

DDC CONTROL POINTS TBD

DEFROST CYCLE TBD

COMPRESSOR OVER TEMPERATURE TBD

COMPRESSSOR OVER CURRENT TBD

SYSTEM STATIC PRESSURE X TBD X

SPACE HUMIDITY X TBD X

TBD

SYSTEM AC5�1 TBD X X X X X NOTE 1

OUT DOOR  AIR TEMERATURE X TBD

SUPPLY AIR TEMPERATURE X TBD

ROOM AIR TEMPERATURE X TBD

FILTER X TBD

UNIT MANUFACTURER CONTROLLER X TBD X X

ON/OFF TBD

FAULT HISTORY DATA TBD

ECONOMIZER TBD

COOLING STAGE OPERATION TBD

UNIT SAFTIES TBD

TBD

BASEMENT PUMP ROOM TEMERATURE X TBD X NOTE 1

CRAWL SPACE TEMPERATURE X TBD X X X NOTE 1

ROOM TEMPERATURE � EACH ZONE X TBD X X NOTE 1

ZONE DAMPER X TBD X NOTE 1

ELECTRIC ZONE COIL X TBD X X NOTE 1

NOTE:

1. CONTRACTOR SHALL VERIFY AND CONFIRM EXISTING ECC SYSTEM AT EXISTING BUILDING LOCATION AND SYSTEM FOR BUILDING 5  SHALL BE COMPITIBLE WITH ALL UPGRADES PROVIDED TO EXISTING ECC SYSTEM.

DIFFUSER AND REGISTER SCHEDULE

TYPE MODULE NECK O.B.D. MATERIAL FINISH MANUFACTURER REMARKS

TAG SERVICE SIZE SIZE AND MODEL

LINEAR LAY�IN REGISTER (IN) Y/N DESIGN BASIS

A SUPPLY � � � � SEE PLAN Y ALUMINUM � TITUS 272�FS 1

B RETURN � � � � SEE PLAN Y ALUMINUM � TITUS 350FL

NOTES:

1.   PROVIDE VOLUME CONTROL DAMPER IN EACH GRILLE/DIFFUSER.

ZONE DAMPER/ELECTRIC DUCT HEATER SCHEDULE

TAG MAX CFM MIN CFM SIZE SAT KW ELECT STAGE VOLTAGE
DESING BASIS MANUFACTURER

AND MODEL

ZD�5�1 360 108 8" 55 6.0 3 460/3 CARRIER 33ZCDR08

ZD�5�2 205 62 6" 55 3.6 2 460/3 CARRIER 33ZCDR06

ZD�5�3 205 62 6" 55 3.6 2 460/3 CARRIER 33ZCDR06

ZD�5�4 300 90 8 55 6.2 3 460/3 CARRIER 33ZCDR08

ZD�5�5 300 90 8 55 6.2 3 460/3 CARRIER 33ZCDR08

ZD�5�6 490 147 10 55 8.2 4 460/3 CARRIER 33ZCDR10

ZD�5�7 400 120 8 55 6.8 3 460/3 CARRIER 33ZCDR08

ZD�5�8 175 53 6" 55 3.0 2 460/3 CARRIER 33ZCDR06

ZD�5�9 565 170 10 55 9.2 4 460/3 CARRIER 33ZCDR10

NOTES:

1. ELECTRIC COIL SHALL BE COODINATED WITH ZONE DAMPER UNIT WITH ALL STEP CONTROLLER FOR STAGES INDICATED.

2. COIL SHALL HAVE AIR FLOW SWITCH, CONTROL PANEL, TRANSFORMERS AND DISCONNECT SWITCH.

3. THERMOSTAT SHALL BE COMPITIBLE FOR BOTH VVT DAMPER AND ELECTRIC COIL.

SINGLE PACKAGED AIR CONDITIONER HEAT PUMP SCHEDULE

COOLING CAPACITY HEATING CAPACITY ELECTRICAL DATA DESIGN BASIS

AREA TOTAL SUPPLY MIN. OUTSIDE EXT. STATIC

MIN. TOTAL

CAPACITY

MIN. SENS

CAPACITY MIN EER

EAT

MIN. HEATING

CAPACITY
EAT LAT

MCA
MAX FUSE

SIZE
PHASE VOLT

OPER. MANUFACTURER

MARK LOCATION AND/OR TYPE AIR FLOW AIR FLOW PRESSURE
DB WB

WEIGHT AND REMARKS

BLDG SERVED MODEL

CFM CFM IN MBH MBH DEG. F DEG. F KW DEG. F DEG. F LBS

AC5�1 OUTDOOR BLDG 5 WALL HUNG 1,200 0 0.250 36 26 11.2 80.00 67.00 6.0 � � 19.1 20.0 3 460 MARVAIR HVPA 36 HPD 1,2,3,4

NOTES:

1.  PROVIDE AIR ECONOMIZER.

2.  PROVIDE  MERV 11 (60% EFFICIENT), 2" THICK THROW AWAY FILTER.

3. UNIT WITH PROGAMMABLE CONTROLLER, DIGITAL, 7 DAY � COMMSTAT�4 FOR ECC INTERFACING, ALUMINIUM RETURN GRILLE, STARTERS, CONTROLS, PREWIRED FOR AUTOMATIC OPERATION.

4. SINGLE POINT ELECTRICAL , 6KW HEATER.



LIGHTINGPOWERFIRE ALARM GENERAL ELECTRICALABBREVIATIONS SINGLE LINE DIAGRAM

LIGHTING CONTROL

MISCELLANEOUS

SYMBOL TAGS

SIGNAL/SECURITY

EMERGENCY LIGHTING

EQUIPMENT IDENTIFICATION

DEVICE MOUNTING HEIGHT DETAIL

5�EGI�000

ELECTRICAL SYMBOLS AND 

GENERAL NOTES

    11
JCMS

JESSE BROWN V.A.M.C.

537�12�122

FEBRUARY 13, 2013

5

RELOCATION FOR BLDG #5

ELECTRICAL SERVICE 

CO "A" HVAC & ADA TOILETS

04/30/2013ISSUED FOR SOLICITATION



11A

11B

30

1 DEMOLITION ELECTRICAL SITE PLAN
1" = 50'�0"

2 BUILDING #5 DEMO RISER
SCALE: NONE

JESSE BROWN V.A.M.C.

537�12�122

FEBRUARY 13, 2013

5

RELOCATION FOR BLDG #5
ELECTRICAL SERVICE 

CO "A" HVAC & ADA TOILETS

04/30/2013ISSUED FOR SOLICITATION



11A

11B

30

5FIRE ALARM RISER DIAGRAM
SCALE: NONE

6VOICE /DATA RISER DIAGRAM
SCALE: NONE

7BUILDING POWER RISER
SCALE: NONE

•

•

•

•

•

2SIDEWALK PATCH DETAIL 
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 PANELBOARD SCHEDULE BUILDING 5 M1

LOCATION:  FLOOR, ROOM FED FROM: BLDG 1C, 400A CB

SERVICE:  480V�3PH�3W 480 V NEUTRAL BUS:  100%

MAIN BUS/ BREAKER: 400A MCB GROUND BUS:  STANDARD

MAIN BUS TYPE:  COPPER MOUNTING:  SURFACE

INTERRUPT RATING:  65,000 AIC

CCT. CIRCUIT CIRCUIT CONNECTED LOAD (VA) CIRCUIT CIRCUIT CCT.

T N DESCRIPTION NO. BREAKER LOAD A B C LOAD BREAKER NO. T N DESCRIPTION

L 1 17800 20500 2700 2 M

L 112.5KVA TRANSFORMER 2 150A�3P 25375 28075 2700 20A�3P 4 M AC5�1

L 3 24375 27075 2700 6 M

H 5 2000 19000 17000 8 M

H DUCT HEATER ZD�5�1 7 20A�3P 2000 19000 17000 50A�3P 10 M AHU�5�1

H 9 2000 19000 17000 12 M

H 11 1200 1900 700 14 M

H DUCT HEATER ZD�5�2 13 20A�3P 1200 1900 700 20A�3P 16 M SUMP PUMPS 

H 15 1200 1900 700 18 M

H 17 1200 3500 2300 20 H

H DUCT HEATER ZD�5�3 19 20A�3P 1200 3500 2300 20A�3P 22 H DUCT HEATER ZD5�7

H 21 1200 3500 2300 24 H

H 23 2100 3100 1000 26 H

H DUCT HEATER ZD�5�4 25 20A�3P 2100 3100 1000 20A�3P 28 H DUCT HEATER ZD5�8

H 27 2100 3100 1000 30 H

H 29 2100 5200 3100 32 H

H DUCT HEATER ZD�5�5 31 20A�3P 2100 5200 3100 20A�3P 34 H DUCT HEATER ZD5�9

H 33 2100 5200 3100 36 H

H 35 2800 2800 38

H DUCT HEATER ZD�5�6 37 20A�3P 2800 2800 20A�3P 40 SPARE

H 39 2800 2800 42

56000 63575 62575

TOTAL VA PER PHASE

CONNECTED LOAD           DEMAND FACTOR     DEMAND LOAD

L LIGHTING 67.55 KVA 1.25 84.44 KVA

R RECEPTACLES 0.00 KVA 1.00 0.00 KVA

M MOTOR / EQUIP. 61.20 KVA 1.00 61.20 KVA

H ELECTRIC HEAT 53.40 KVA 1.00 53.40 KVA

S SPARE 0.00 KVA 0.50 0.00 KVA

X SPACE 0.00 KVA 0.25 0.00 KVA

TOTAL CONNECTED LOAD:  182.15 KVA TOTAL DEMAND LOAD:  199.04 KVA

TOTAL DEMAND CURRENT:  239.41 AMPS

 PANELBOARD SCHEDULE BLDG 5 R1�1

LOCATION:  FLOOR, ROOM FED FROM: PANEL R1�1 VIA 112.5KVA XFMR

SERVICE:  208Y/120V�3PH�4W 208 V NEUTRAL BUS:  100%

MAIN BUS/ BREAKER: 350A MCB GROUND BUS:  STANDARD

MAIN BUS TYPE:  COPPER MOUNTING:  SURFACE

INTERRUPT RATING:  25,000 AIC

CCT. CIRCUIT CIRCUIT CONNECTED LOAD (VA) CIRCUIT CIRCUIT CCT.

T N DESCRIPTION NO. BREAKER LOAD A B C LOAD BREAKER NO. T N DESCRIPTION

R FIRE ALARM PANEL 1 20A�1P 400 1800 1400 2 H

R RESTROOM REC 3 20A�1P 400 1800 1400 20A�3P 4 H EWH5�1

L RESTROOM LTG 5 20A�1P 400 1800 1400 6 H

R BASEMENT REC 7 20A�1P 600 2000 1400 8 H

L BASEMENT LTG 9 20A�1P 600 2000 1400 20A�3P 10 H EWH5�2

R BSMT HEAT TRACE 11 20A�1P 1200 2600 1400 12 H

R TEMP CONTROL PNL 13 20A�1P 400 2600 2200 14 H

R BAS PANEL 15 20A�1P 400 2600 2200 30A�3P 16 H EUH5�1

R EWC 17 20A�1P 400 2600 2200 18 H

R TELECOM REC 19 20A�1P 200 2000 1800 20A�2P 20 H ECH5�1

R TELECOM REC 21 20A�1P 200 2000 1800 22 H

R TELECOM REC 23 20A�1P 200 2000 1800 20A�2P 24 H ECH5�2

R OUTDOOR GFI REC 25 20A�1P 1200 3000 1800 26 H

H INSTANT WATER HTR 27 40A�2P 4000 10575 6575 50A�2P 28 H INSTANT WATER HTR

H WH�1 29 4000 10575 6575 30 H WH�2

11400 18975 19575 3

TOTAL VA PER PHASE

CONNECTED LOAD           DEMAND FACTOR     DEMAND LOAD

L LIGHTING 1.00 KVA 1.25 1.25 KVA

R RECEPTACLES 5.60 KVA 1.00 5.60 KVA

M MOTOR / EQUIP. 0.00 KVA 1.00 0.00 KVA

H ELECTRIC HEAT 43.35 KVA 1.00 43.35 KVA

S SPARE 0.00 KVA 0.50 0.00 KVA

X SPACE 0.00 KVA 0.25 0.00 KVA

TOTAL CONNECTED LOAD:  49.95 KVA TOTAL DEMAND LOAD:  50.20 KVA

TOTAL DEMAND CURRENT:  139.35 AMPS

 PANELBOARD SCHEDULE BLDG 5 R1�2

LOCATION:  FLOOR, ROOM FED FROM: PANEL

SERVICE:  208Y/120V�3PH�4W 208 V NEUTRAL BUS:  100%

MAIN BUS/ BREAKER: 225A MLO GROUND BUS:  STANDARD

MAIN BUS TYPE:  COPPER MOUNTING:  SURFACE

INTERRUPT RATING:  42,000 AIC MANUFACTURER / MODEL EATON CUTLER�HAMMER PRL1A

CCT. CIRCUIT CIRCUIT CONNECTED LOAD (VA) CIRCUIT CIRCUIT CCT.

T N DESCRIPTION NO. BREAKER LOAD A B C LOAD BREAKER NO. T N DESCRIPTION

R RELOCATED CKT 31 20A�1P 800 1600 800 20A�1P 32 L RELOCATED CKT

R RELOCATED CKT 33 20A�1P 800 1600 800 20A�1P 34 L RELOCATED CKT

R RELOCATED CKT 35 20A�1P 800 1600 800 20A�1P 36 L RELOCATED CKT

R RELOCATED CKT 37 20A�1P 800 1600 800 20A�1P 38 L RELOCATED CKT

R RELOCATED CKT 39 20A�1P 800 1600 800 20A�1P 40 L RELOCATED CKT

R RELOCATED CKT 41 20A�1P 800 1600 800 20A�1P 42 L RELOCATED CKT

R RELOCATED CKT 43 20A�1P 800 1600 800 20A�1P 44 L RELOCATED CKT

R RELOCATED CKT 45 20A�1P 800 1600 800 20A�1P 46 L RELOCATED CKT

R RELOCATED CKT 47 20A�1P 800 1600 800 20A�1P 48 L RELOCATED CKT

R RELOCATED CKT 49 20A�1P 800 1600 800 20A�1P 50 L RELOCATED CKT

R RELOCATED CKT 51 20A�1P 800 1600 800 20A�1P 52 L RELOCATED CKT

R TELECOM REC 53 20A�1P 200 200 20A�1P 54 SPARE

R TELECOM REC 55 20A�1P 200 200 20A�1P 56 SPARE

R TELECOM REC 57 20A�1P 200 200 20A�1P 58 SPARE

R AUTOMATIC DOOR OP 59 20A�1P 1000 1000 20A�1P 60 SPARE

6600 6600 6000

TOTAL VA PER PHASE

CONNECTED LOAD           DEMAND FACTOR     DEMAND LOAD

L LIGHTING 8.80 KVA 1.25 11.00 KVA

R RECEPTACLES 10.40 KVA 1.00 10.40 KVA

M MOTOR / EQUIP. 0.00 KVA 1.00 0.00 KVA

H ELECTRIC HEAT 0.00 KVA 1.00 0.00 KVA

S SPARE 0.00 KVA 0.50 0.00 KVA

X SPACE 0.00 KVA 0.25 0.00 KVA

TOTAL CONNECTED LOAD:  19.20 KVA TOTAL DEMAND LOAD:  21.40 KVA

TOTAL DEMAND CURRENT:  59.40 AMPS

NOTES:

1. EXISTING LOADS ARE BASED ON EXISTING TYPED OR HANDWRITTEN PANEL SCHEDULES. LOAD SIZES ARE ESTIMATED.

DAY-BRITE IA128-120-EB

OTHER MFG: LITHONIA, METALUX

DAY-BRITE 2SM217-FS12-120-EB

OTHER MFG: LITHONIA, METALUX

DAY-BRITE CTX SERIES

OTHER MFG: LITHONIA, METALUX

DAY-BRITE SL20-2/27BX-DRA-CM

OTHER MFG: LITHONIA, METALUX

NOTES:

1. EXISITNG LIGHTING CONTROL SYSTEM IS THE LCVR48S WATT STOPPER SYSTEM. THIS CONTRACTOR SHALL UPDATE AND REPROGRAM THE SYSTEM AND UPDATE SCHEDULES AS REQUIRED.

2. CONTRACTOR SHALL COORDINATE NEW LIGHTING COMPONENTS TO ENSURE THAT THEY PHYSICALLY FIT WITHIN EXISTING LUMINAIRES AND EXIT SIGNS.

SURFACEF4 ROUND SURFACE MOUNT LOW PROFILE FIXTURE (2) 27BX 120 54

LIGHTING FIXTURE SCHEDULE

TAG FIXTURE DESCRIPTION MANUFACTURER AND CATALOG NO. LAMPS VOLTAGE VA MOUNTING REMARKS

F2 2' BY 2' SURFACE MOUNTED FLUORESCENT FIXTURE

PROVIDE WIRE GUARDF1 ALL PURPOSE INDUSTRIAL
(1) F32 T8 WITH ELECTRONIC 

BALLAST
120 53 SURFACE

(2) F17 T8 WITH ELECTRONIC 

BALLAST
120 53 SURFACE

SURFACE
CONNECT TO LIGHTING CIRCUIT AHEAD OF 

SWITCH.
F3 BATTERY PACK (2) 12W HALOGEN 120 24
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